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VEVOR Seam Setter

Upgrade - The Home Creator Way

MODEL:GSA-2 MODEL:GSA-1

MODEL:GSA-3(H)

This is the original instruction, please read all manual instructions
carefully before operating. VEVOR reserves a clear interpretation of our
user manual. The appearance of the product shall be subject to the
product you received. Please forgive us that we won't inform you again if
there are any technology or software updates on our product.



INSTRUCTIONS

Thank you very much for choosing this SEAM SETTER
- Please read all of the instructions before using it. The information will help
you achieve the best possible results.

WARNING:

COMMON SENSE AND CAUTION ARE FACTORS THAT CANNOT BE BUILT INTO ANY
PRODUCT. THESE FACTORS MUST BE SUPPLIED BY THE OPERATOR.

Before Use

Ensure the surface of the lifted material is smooth, non-porous, dry and clean.
Check vacuum cups for damage or perishing, or glazing.

Ensure all body parts are kept clear of the lifted material.

NEVER use the lifter to support a person.

NEVER use the lifter when the red line on the plunger is visible

NEVER attach ropes or chains directly to the handle.

The lifter is for hand-lifting tasks only.

NEVER touch the thumb release plate during lifting.

NEVER interfere with the free movement of the plunger during lifting

Use below 1524 metres (5000 feet) elevation.

DO NOT overload.

Suppose there is any question about a condition being safe or unsafe. DO
NOT use the product.



SAVE THESE INSTRUCTIONS

1.Please use the product according to the intended use, warn of potential
injury from misuse.

2.The product complies with relevant standards and regulations.
Installation of this device must comply with all applicable regulations, and it
should only be operated in well-ventilated areas. Please read the user
manual before installing and using this equipment.

3.This appliance is not intended for use by persons (including children)
with reduced physical, sensory or mental capabilities, or lack of experience
and knowledge, unless they have been given supervision or instruction
concerning use of the appliance by a person responsible for their safety.
4.Children shall not play with the appliance.

5.This appliance shall not be used by children. Keep the appliance and
its cord out of reach of children.

6.A seam setter is a precision tool used primarily in the installation of stone
and tile to create invisible, seamless joints. Its main function is to align and
pull two pieces of material together tightly and levelly . The specific use
cases include:Countertop Fabrication and Installation: This is the most
common application. Seam setters are used to join sections of granite,
marble, quartz, and engineered stone countertops, especially at corners
(both inside and outside 90° angles) and along long runs .

Floor Tile Installation: For large-format porcelain, ceramic, or stone floor
tiles, a seam setter ensures the tiles are perfectly flush and the gap is
uniform, creating a professional, seamless finish .

Wall Tile Installation: They are also used for installing tiles on walls,
particularly in showers or as backsplashes, where precise alignment is
critical .

Working with Various Materials: These tools are designed to work on
smooth, non-porous surfaces.

7.Please properly keep product. Check whether the product is abnormal
before use. If it is abnormal, please stop using it.
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MODEL AND PARAMETERS

Model GSA-2 GSA-1 GSA-3(H)

Vertical Maximum | 110LBS(50kg) | 530LBS(240kg) | 440LBS(200kg)
Suction

Adjustable Angle | Only 180° Only 180° 90-270°
Application Tile and marble paving
ASSEMBLY AND USE

GSA-1:

1: Place the fixed (left) suction cup on the left slab. Place the movable
(right) suction cup on the right slab.

2: Pump the plunger until the suction cup attaches completely.

3: To join the seam, turn the side knob counterclockwise until you are
satisfied with a seamless appearance.

4: To level the slabs, make sure one of the blue heads under the top knob
is on the higher side of the seam and turn the top knob clockwise until the
slabs are leveled. Usually, you only need to use one top knob to level. Use
two when there are any expanding needs.

5: Lift the rubber tab on the edge of the suction cup to release the suction
after the seam has been completed.

Warning: This product is only to be used for leveling of-tiles and
marble /other non-porous worktops. It is not designed for and must
not be used for lifting or carrying of marble or similar worktops, tiles
or glass panels. Misuse could result in serious injury.




Wide Application: This seamless seam setter is suitable for precise
joining and

leveling marble, granite, floor, mirror, glass, plastic, and other
materials. It is a

necessary tool for professional stone manufacturers and granite
countertop installers.

EASY OPERATION: Our seam setter is easy and convenient to
operate. It

keeps edges clean, free of chips, and straight. One adjustable knot
is used for

joining or opening, and two adjustable knots for precise leveling. The
adjustable rod’s maximum height is 20mm, and the adjustable
clearance range

is 0-40 mm.

Strong Suction Force: The two suction cups made of rubber have a
strong and

stable suction force with no air leakage.Premium Quality

Operation steps

1 Press the air pump so that the suction cups hold the tile surface. Press
the air pump until the red warning line is no longer visible.

Red warning line



2 Both suction cups are fixed.

3 Start adjusting the move knob in the middle to adjust the relative height of
the tiles. Align the tiles.

4 Adjust the knob to increase or decrease the distance of the tiles, and the
adjustment is complete.




Instructions and Precautions

1 The suction cup needs to be kept clean and free of dust and liquid, which

will affect the use of the suction cup.

2 It cannot be used to lift marble tiles, glass plates, and other plates to
avoid personal injury and property damage.

3 The air outlet should avoid entering dust and whatever, and pay attention
to the cleanliness of the work surface before use.

4 After use, please clean the surface of the suction cup, cover it with a
protective cover and save it to avoid damage to the suction cup by sharp

objects.

5. High temperature exposure is strictly prohibited. Too low or too high
temperature will affect the normal use of the suction cup.

GSA-3(H):
GSA-3(H) can refer to the above method of use of GSA-1, in addition to the

operation of the rotation, which can be adapted to more 90° to 270° range
of conditions.




GSA-2:

DAQuick release/suction handle @Height adjusting handle

MAINTENANCE
Periodically test for:

* excessive leakage, sluggish pump action, and increase in pumping

required for full evacuation.

* Examine the handle and plunger for cracks.
* Examine rubber pad for:

* excessive glaze, powder, dirt, oil, cuts, damage/perishing, roughness.










































































































































